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1.
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2.

2.1

UB

V

Imax

mm2
mm (EMC)

C°

  1)

MSD 3-309  4)

MSD 3-309  4)

6217 0002

6217 0003

3+PE

3+PE

250 VDC/AC

250 VDC/AC

5

5

1.5

1.5

Pg

9

9

6-8

6-8

no

no

-40..+100

-40..+100

MSD 4-309 P22 4)

MSD 4-209 P10 4)

MSD 4-309 P22 MSD 4-209 P10

MSD 3-209 C1 MSD 4-309 C1+R MSD 4-309 C2

6217 6001

6217 6002

3+PE

2+PE

250 VAC

250 VAC

1

1

1.5

1.5

9

9

6-8

6-8

yes

yes

-40..+100

-40..+100

2x 

2x 

 2) 3) 

 1) 2) 

MSD 3-209 C1

MSD 4-309 C1+R

MSD 4-309 C2

6236 5002

6217 0009

6217 6005

2+PE

2+PE

3+PE

250 VDC

24 VDC

250 VDC

4

4

4

1.5

1.5

1.5

9

9

9

6-8

6-8

6-8

yes

yes

yes

-40..+100

-40..+100

-40..+100

D

D+R

2D

SVS 3129020

SVS 296048

6217 8024

6217 8025

2+PE

2+PE

24 VDC/AC

24 VDC/AC

4

4

1.5

1.5

9

9

5-10

5-10

yes

yes

-30..+100

-30..+100

Z+LED ge

Z+LED ge

Pin 3 unused
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nals UB

V

Imax  

mm2
mm (EMC) C°

  1)

SVS 296107

MSE 28028  

6217 8028

6217 8008

3+PE

3+PE

24 VDC

24 VDC

4

2

1.5

1.5

Pg

9

9

5-10

3.5-8

yes

yes

-30..+100

-20..+60

Z+LED 

Switch amplifier
2LED 

SVS 296100 6217 8026 black 3+PE 24 VDC/AC 4 1.5 9 5-10 no -30..+100 LED 

MSD 4 P53

MSD 4 P63

6217 8006

6217 8007

2+PE

2+PE

230 VAC

115 VAC

1

1

1.5

1.5

9

9

6-8

6-8

yes

yes

-10..+50

-10..+50

LED 

LED 

MSD 4 P55

MSE 28026

6217 8023

6217 8016

2+PE

2+PE

24 VDC

24 VDC

1.5

4

0.75

1.5

9

9

6-8

3.5-8

yes

yes

-20..+50

-20..+60

LED 

LED 

SVS 296107

MSE 28028

MSD 4 P55 MSE 28026

1) D=
R =
Z =
LED =

rt = red, gn = green, ge = yellow
2

3

4
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UB

V

Ima 

mm (EMC) C°
  1)

MSD 6-209  

SVS 3129720

6236 5004

6217 8027

2+PE

2+PE

250 VDC/AC

24 VDC/AC

5

4

1.5

1.5

Pg

9

9

6-8

5-10

no

yes

-40..+100

-30..+100 Z+LED 

2.2

UB

V

Imax

mm (EMC) C°
  1)

MSD 1

MSD 1 D

MSD 1-MSD 3

MSD 1 -

MSD 3

MSD 1

MSD 1 D

MSD 6-209 SVS 3129720

6236 5001

6236 5006

6217 6004

2+PE

2+PE

2+PE

250 VDC/AC

250 VDC/AC

250 VDC/AC

6

6

6

1.5

1.5

-

Pg

9

9

-

to 6

to 6

-

no

no

no

-40..+100

-40..+100

-40..+100 Adapter for 
DIN 43 650A

MSD 2

MSD 2 C1

MSD 2-MSD 3

MSD 2-MSD 3 WG  4)

6217 6003

6217 6006

6217 8034

6217 8035

2+PE

2+PE

2+PE

2+PE 

250 VDC/AC

250 VDC

250 VDC

250 VDC/AC

4

4

4

1

1.5

1.5

-

-

M12

M12

-

-

to 6

to 6

-

-

no

yes

no

yes

-40..+100

-40..+100

-40..+100

-40..+100

D

2.3

MSD 2

MSD 2 - MSD 3 MSD 2 - MSD 3 WG 

MSD 2 C1

 1) 2) 

 2) 3)

1) D =
Z =

2

3

4

lead connection de-
pending on mount-
ing direction of plug



3.

3.1

MSD 3-309 black
MSD 3-309 grey
MSD 3-209 C1
MSD 3-309 C2

MSD 3-309 black to MSD 3-309 C2
MSD 4-309 C1+R to MSD 4-P55

= 

1 = GND, 

+ = 

2 = coil b  +

A =  a 
B = b

- = GND

PE = 

MSD 4-309 C1+R
MSD 4-209 P10
MSD 4-309 P22
MSD 4-P53
MSD 4-P63
MSD 4-P55 

SVS 3129020 black
SVS 296048 grey
SVS 296100
SVS 296107

Flat seal

appr. 50 slackened

appr. 55 slackened
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a/
f 1

6

a/
f 1

7
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3.2

3.3

4.
 1)

WN 1 S-X24, WH 1 H-X196 2) (D 7470 A)
W 3 - 2 - X 220 (D 7300)
SG 3G - MD 2/X 24 (D 5650)
SG 1 L - MD 8 X (D 6400)

1

2

Type MSD6-209 Type SVS 3129720 black

Type MSD 1 Type MSD 1-MSD 3 Type MSD 2 Type MSD 2-MSD 3
MSD 2 C1 MSD 2-MSD 3 WG

appr. 50 slackened

appr. 55 slackened
a/

f 1
7 a/

f 1
6


